LEAD ALUMINUM ELECTROLYTIC CAPACITORS 35l4%\{RBiFR AR HONORCA?

GK series  cp26arz

LOW IMPEDANCE,LONG LIFE K, &KFHfr

m 105°C 2000~5000/)\BF F Ay
Load life of 2000~5000 hours at 105C.
B SSNERER. S8UEERR CD283F d
Enabled high ripple current by a reduction of impedance at high 100V4.74F  100vig
frequency range.
B ER TR EREBRMAE
Lowest impedance for personal computer and storage equipment.
B ROHSHESEM I TE
Adapted to the ROHS directive

B EEH KRR Specification

IE ltems 14 Performance Characteristics

ERRESEE 55~ 4105 C
Operating temperature range
HE BESEE 6.3 ~ 35V
Rated voltage range )
FRRERTET

100~ F
Nominal capacitance range 00~6800y

T Fhr =1 b/

AR LT +20% (120Hz, +20° C)
Capacitance tolerance
T R

I<0.01CV (uA)S3pA 2434F BB KE  (at 20C,after 2 minutes, Whichever is greater)
Leakage current

UR(Y) 6.3 10 16 25 35
MFEREDE (tgd tg 8 0.22 0.19 0.16 0.14 0.12

Dis sipation factor (+20°C,120H z N -
- ( ) BEXRF1000pFE, EHI01000uF, HFFEM EDIEREH0.02
When nominal capacitance exceeds 1000uF,add 0.02 to the value above for each 1000uF increase.

BRI URr(V) 6.3 10 16 25 25
Temperature Characteristics Z-25°C/ Z+20 C 2 2 2 2 2
(Impedance ratio at 120Hz) Z-40°C/ Z+20 C 3 3 3 3 3
F5 420 (8] Duration:
[ D [ 6.3 I 8 | 10 [ 125~ |
| Loadlife | 2000h [ 3000nh | 4000h | 5000h |
i A4 +105° CNFELE, KE16/N\BH/E:
Load life After applying rated voltage at +105°C and then resumed for 16 hours:
B R 2 F{LEK Capacitance change  : +25%#1 14 218 I A +25% of the initial measured value
w OB R Leakage current < #FJI6¥IE1E <the initial specified value
AR EYIE Dissipation factor < 2fF¥NIEMEIE  <2times of the initial specified value
+105°C,1000/N\BY 277 /5, IR E 16/ NBY /5 -
= After storage for 1000 hours at +105°C and then resumed for 16 hours:
BARBEEK Capacitanc e change : +25%%1%6 W E1E LA +25%o0f the initial measured value
Shelf life W B A Leakagecurrent < 2fZ¥IIAMIEIE <2times of the initial specified value
RFEAEYVIE  Dissipation factor < 2fE¥II6HEE  <2times of the initial specified value
B MEZE R R~TE Case size table &3z Unit: mm
D 6.3 8 10 125 16
sleeve safety vent D=@8 g E 25 3.5 50 75
~ W
o d 0.5 0.5. 0.6 0.6 0.8
) (L<20>15 (D<20505
S aMAX BMAX
(L=20 2.0 (D=20) 1.0
4min| 15 min L+a max ?D+0.5 SHEMEIE REL Frequency coefficient
(Hz) 120 1K 10K 100K
LIRS st LY %* . . . Cap'(u':)
[ ] éL)}Z EE,,.LEWFE% S Mult1pl.1er For Ripple Current 100-180 0.40 075 0.90 100
INERE BB IE R EL Temperature coefficient
220~560 0.50 0.85 0.94 1.00
FRBEE(C) 55 60 70 85 105 680~1800 0.60 0.87 0.95 1.00
Temperature
2200~3900 0.75 0.90 0.95 1.00
Factor 2.23 217 2.00 1.75 1.00 4700~ 0.85 0.95 0.98 1.00
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LEAD ALUMINUM ELECTROLYTIC CAPACITORS 35l4%\{RBiFR AR HONORCA?

GK Series
B R~f Dimensions
Voltage(Code) 6.3V(0J) 10v(1A) 16v(1C)

Cap.(pF) Code case size | Impedance |Ripple Current| case size Impedance |(Ripple Current| case size Impedance |(Ripple Current
120 121 6.3x11 0.130 405
150 151
180 181
220 221 6.3x11 0.130 405 6.3x11 0.130 405 8x11.5 0.072 760
330 331 6.3x11 0.130 405 8x11.5 0.072 760 8x11.5 0.072 760

8x16 0.056 995
470 471 8x11.5 0.072 760 8x11.5 0.072 760
10x12.5 0.053 1030
560 561 8x11.5 0.072 760
8x16 0.056 995 8x20 0.041 1250
680 681
10x12.5 0.053 1030 10x16 0.038 1430
820 821 8x16 0.056 995
8x20 0.041 1250
1000 102 10x12.5 0.053 1030 10x20 0.023 1820
10x16 0.038 1430
8x20 0.041 1250
1200 122 10x20 0.023 1820 10x25 0.022 2150
10x16 0.038 1430
1500 152 10x20 0.023 1820 10x25 0.022 2150 12.5x20 0.021 2360
2200 222 10x25 0.022 2150 12.5x20 0.021 2360 12.5x25 0.018 2770
12.5x30 0.016 3290
2700 272
16x20 0.018 3140
3300 332 12.5x20 0.021 2360 12.5x25 0.018 2770 12.5x35 0.015 3400
12.5x30 0.016 3290
3900 392 12.5x25 0.018 2770 16x25 0.016 3460
16x20 0.018 3140
4700 472 12.5x30 0.016 3290 12.5x35 0.015 3400
12.5x35 0.015 3400
5600 562 16x25 0.016 3460
16x20 0.018 3140
6800 682 16x25 0.016 3460
Voltage(Code) 25V(1E) 35V(1V)

Cap.(uF) Code case size Impedance Ripple Current case size Impedance Ripple Current
56 6.3x11 0.230 360
100 101 6.3x11 0.130 405
220 121 8x11.5 0.072 760

8x16 0.056 995
330 331
10x12.5 0.053 1030
8x20 0.041 1250 10x16 0.068 1430
470 471
10x16 0.038 1430 10x20 0.062 1480
680 681 10x20 0.023 1820 12.5x20 0.038 1820
820 821 10x25 0.022 2150
10x30 0.032 2430
1000 102 12.5x20 0.021 2360 12.5x25 0.032 2480
12.5x30 0.030 2520
1500 152 12.5x25 0.018 2770
12.5x30 0.016 3290
1800 182
16x20 0.018 3140
2200 222 12.5x35 0.015 3400 16x30 0.021 3620
2700 272 16x25 0.016 3460

Maximum Allowable Ripple Current (Arms, at 105°C100KHz)
Maximum Impedance() at 20C100KHz
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